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QAULITY
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PRODUCTS



Inova Steel is Turkey’s Global Steel and Iron supplier with ISO-9001, ISO-14001 - ISO 45001 - ISO 
10002 certifications.

About

Our
Products

Welding

Sheet processing

Twist

Sandblasting

Painting

Cutting 

Eccentric press

Cut-to-length

Stirrup, miter, circular

We Are
Offering

 Beams

 Hollow Section & Pipes

 Steel Sheets (HRC)

 Cold Rolled Sheets, galvanized sheet

 Plates

 Checkered pattern and eardrop pattern sheets

 Corten -(weathering steel)

 Stretch resistant sheets(MC quality)

 Wear resistant sheets 

 Boiler sheets

 Wire Rod

 All long and flat steel products



Long Steel
Products

HEA BEAMS
SIZE
100-1000 mm

LENGTH
6-15 m

DIMENSIONS
EN 10365

TOLERANCES
EN 10034

HEB BEAMS
SIZE
100-1000 mm

LENGTH
6-15 m

DIMENSIONS
EN 10365

TOLERANCES
EN 10034

HEM BEAMS
SIZE
100-1000 mm

LENGTH
6-15 m

DIMENSIONS
EN 10365

TOLERANCES
EN 10034

IPE BEAMS
SIZE
100-600 mm

LENGTH
6-15 m

DIMENSIONS
EN 10365

TOLERANCES
EN 10034

IPN BEAMS
SIZE
80-400 mm

LENGTH
6-15 m

DIMENSIONS
EN 10365

TOLERANCES
EN 10024

UPN BEAMS
SIZE
65-400 mm

LENGTH
6-15 m

DIMENSIONS
EN 10365

TOLERANCES
EN 10279

UB BEAMS
SIZE
100-300 mm

LENGTH
6-15 m

DIMENSIONS
BS 4-1

TOLERANCES
EN 10034

UC BEAMS
SIZE
100-200 mm

LENGTH
6-15 m

DIMENSIONS
BS 4-1

TOLERANCES
EN 10034

W BEAMS
SIZE
100-300 mm

LENGTH
6-15 m

DIMENSIONS
ASTM A6

TOLERANCES
ASTM A6

T IRON BARS
SIZE
20-140 mm

LENGTH
6-15 m

DIMENSIONS
ASTM A36

TOLERANCES
EN 10034

ANGLE BARS
SIZE
20-250 mm

LENGTH
6-15 m

DIMENSIONS
EN 10056-1

TOLERANCES
EN 10056-2

FLAT BARS
WIDTH
10-250 m

THICKNESS
3-50 mm

SQUARE BARS
THICKNESS
8-250 mm

TOLERANCES
EN 10059

WIRE ROD
SIZE
5.5-25 mm

WEIGHT
2050-2400 KG.

OUTSIDE DIAMETWER
1250 mm

INTERNAL DIAMETER
850 mm

PFC BEAMS
SIZE
80-300 mm

LENGTH
6-15 m

DIMENSIONS
BS 4-1

TOLERANCES
EN 10279



www.inovasteel.com.tr

We manufacture our products in accordance with S235J0 - S235JR – 

S235J2 ( ST37 ), S275J0 - S275JR – S275J2 ( ST44 ), S355J0 – S355-

JR-S355J2 ( ST52 ) quality and  international quality standards, includ-

ing Russian GOST 380-94, German DIN 17100, UK BS 4360, and European 

EN 10025.

Long Steel
Products



Sheets and
Plates

ROLLED SHEET
THICKNESS
1.2-25 mm

DIMENSIONS
1000 x 2000
2000 x 12000

DKP SHEET
THICKNESS
0.4-3 mm

ROLLED WIDTH
1000, 1200, 1250,
1500

PACKAGE
1000 x 2000
1250 x 2500

GALVANIZED SHEET

THICKNESS
0.4-4 mm

WIDTH
550-1500 mm

COATING THICKNESS
122-350 gr/m2

PACKAGE SHEET
THICKNESS
1.2-25 mm

WIDTH
500-15000 mm

BOILER SHEET
WIDTH
1500-3000 mm

WALL THICKNESS
5-60 mm

COR-TEN weathering steel

THICKNESS
1-20 mm

PLATE SHEET
THICKNESS
5-200 mm

WIDTH
1500-4000 mm

LENGTH
6000-12000 mm

WEAR RESSISTANT STEEL

SIZE
2-120 mm

HB400

HB450

HB500

HB550

HB600

FLEX RESSISTANT STEEL

2-120 mm

HB400

HB450

HB500

ARMOR STEEL
PROTECTION 280 T
THICKNESS : 4.00-25.40 MM 
HARDNESS :  270-330 HBW 

PROTECTION 440 T
THICKNESS : 4.00-20.40 MM
HARDNESS : 420-480 HBW 

PROTECTION 500 T
THICKNESS : 4.00-24.00 MM 
HARDNESS : 420-480 HBW
 
PROTECTION 600 T
THICKNESS : 4.00-20.00 MM 
HARDNESS : 570-650 HBW

FOR MORE INFORMATION
PLEASE VISIT OUR WEB STE

www.inovasteel.com.tr



Sigma Sigma Perforated

C C Perforated

U U Perforated



Sigma Plus Sigma Plus Perforated

C Plus C Plus Perforated

Z Z Perforated
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We manufacture our products in accordance with S235J0 - S235JR – 

S235J2 ( ST37 ), S275J0 - S275JR – S275J2 ( ST44 ), S355J0 – S355-

JR-S355J2 ( ST52 ) quality and  international quality standards, includ-

ing Russian GOST 380-94, German DIN 17100, UK BS 4360, and European 

EN 10025.

Sheets and
Plates
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We manufacture our products in accordance with S235J0 - S235JR – 

S235J2 ( ST37 ), S275J0 - S275JR – S275J2 ( ST44 ), S355J0 – S355-

JR-S355J2 ( ST52 ) quality and  international quality standards, includ-

ing Russian GOST 380-94, German DIN 17100, UK BS 4360, and European 

EN 10025.

Hollow Section
and Pipes



EN 10219 ( TS EN 10219) (CE) S235JRH, S275J0H, S275J2H, S355J0H
S355J2H, S355K2H, S275NH, S275NLH,
S275MH, S275MLH, S355NH, S355NJH,
S355MH, S355MLH, S420MH, S420MLH.

S235JRH, S275J0H, S275J2H, S355J0H
S355J2H, S355K2H, S275NH, S275NLH,
S275MH, S275MLH, S355NH, S355NJH,
S355MH, S355MLH, S420MH, S420MLH.

SI 1458-1

ASTM A500 Grade A, Grade B, Grade C, Grade D.

EN 10305-5 (TS EN 10305-3) E155, E190, E195, E220, E235, E260, E275,
E320, E355, E370, E420

AS/NZS 1163 C250, C350, C450, C250L0, C350L0

PRODUCTION STANDARTS STEEL GRADES

Hollow Section
and Pipes

Hollow Section

PRIMER COATED
SQUARE STEEL

OUTSIDE
DIAMETER
10X10
250X250 mm

WALL
THICKNESS
0,70-10,0 mm

LENGTH
4,0-14,0 m

PRIMER COATED
RECTANGLE STEEL

OUTSIDE
DIAMETER
10X15
200X300 mm

WALL
THICKNESS
0,70-10,0 mm

LENGTH
4,0-14,0 m

RECTANGULAR
STEEL

OUTSIDE
DIAMETER
10X15
200X300 mm

WALL
THICKNESS
0,90-10,0 mm

LENGTH
4,0-14,0 m

SQUARE
STEEL

OUTSIDE
DIAMETER
10X10
250X250 mm

WALL
THICKNESS
0,90-10,0 mm

LENGTH
4,0-14,0 m

SQUARE GALVANIZED
STEEL

DIMENSIONS
10X15
200X200 mm

WALL
THICKNESS
0,60-12,5 mm

RECTANGULAR
GALVANIZED STEEL

DIMENSIONS
10X20
200X300 mm

WALL
THICKNESS
0,60-10,0 mm

www.inovasteel.com.tr



EN 39 (TS 8481 EN 39) S 235 GT

S235JRH, S275J0H, S275J2H, S355J0H
S355J2H, S355K2H, S275NH, S275NLH,
S275MH, S275MLH, S355NH, S355NJH,
S355MH, S355MLH, S420MH, S420MLH.

EN 10219 (TS EN 10219) (CE)

PRODUCTION STANDARTS STEEL GRADES

Hollow Section
and Pipes

Pipes

GALVANIZED
PIPES

OUTSIDE
DIAMETER
21,3-291,1 mm

WALL
THICKNESS
1,8-7,11 mm

LENGTH
5-8,5 m

INDUSTRIAL
PIPES

OUTSIDE
DIAMETER
13,0-339,7 mm

WALL
THICKNESS
0,90-13,0 mm

LENGTH
4,0-14,0 m

BOILER
PIPES

OUTSIDE
DIAMETER
21,3-339,7 mm
(1/2”-13 3/8”)
WALL
THICKNESS
2,6-13,0 mm

LENGTH
4,0-14,0 m

PRIMER COATED
PIPES

OUTSIDE
DIAMETER
13,0-339,7 mm

WALL
THICKNESS
0,70-13,0 mm

LENGTH
4,0-14,0 m

SCAFFOLDING
PIPES

OUTER
DIAMETER
26,9-76,1 mm

WALL
THICKNESS
2,0-6,0 mm

LENGT
4,0-14,0 mm

FOR MORE INFORMATION
PLEASE VISIT OUR WEB STE

www.inovasteel.com.tr



EN 10219 (TS EN 10219) (CE) S235JRH, S275J0H, S275J2H, S355J0H
S355J2H, S355K2H, S275NH, S275NLH,
S275MH, S275MLH, S355NH, S355NJH,
S355MH, S355MLH, S420MH, S420MLH.

EN 10305-5 (TS EN 10305-5)

PRODUCTION STANDARTS STEEL GRADES

Hollow Section
and Pipes

Special Shaped Hollow Section

OVAL
PROFILES

OUTSIDE
DIAMETER
30x15
50x32 mm

WALL
THICKNESS
0,50-3

LENGTH
4-8,5 m

ELIPTICAL
PROFILE

OUTSIDE
DIAMETER
40x20 mm

WALL
THICKNESS
0,6-3,0 mm

LENGTH
4-8, 0m

D-PROFILE

OUTSIDE
DIAMETER
40x30 mm

WALL
THICKNESS
0,80-3,0 mm

LENGTH
4-8 m

L T Z PROFILE

OUTSIDE
DIAMETER
28-33 mm

WALL
THICKNESS
1,20-3 mm

LENGTH
4-8,5 m

FOR MORE INFORMATION
PLEASE VISIT OUR WEB STE

www.inovasteel.com.tr

E155, E190, E195, E220, E235, E260, E275,
E320, E355, E370, E420
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Crane Rails

A 45 Crane Rails

A 55 Crane Rails

A 65 Crane Rails
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A 75 Crane Rails

A 100 Crane Rails

A 120 Crane Rails
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A 150 Crane Rails

S 10 Crane Rails

S 12 Crane Rails
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S 14 Crane Rails

S 20Crane Rails
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Global Iron and Steel Supplier

Export Address
Yali Dist. 6471 Str. Med Office No.27

Floor.7 Apt.12 Karsiyaka / Izmir
Türkiye

w
w

w
.inovasteel.com

.tr

00 90 533 088 57 82  -  00 90 530 180 45 54

export@inovasteel.com.tr


